SLING LOAD DEFICIENCIES SHEET

M1151 HMMWV

Fuel level incorrect — 7C

Turret not in 12 o’clock position — 7D
Wheel alignment incorrect — 7D
Hood latch not secured — 7D

Mirrors not secured — 7D

Steering wheel not secured — 7D
Key missing — 7D

Transmission Selector not in neutral
—-7D

9. Parking brake not engaged — 7B
10. Engine cover Latch not secured —7D

11. Turret Latch not secured — 7D

12. Turret lock not engaged — 7D

13. Antenna not removed — 7D

14. Rear Hatch handle not secured — 7D

15. Battery box Latch not secured — 7D

16. Equipment inside vehicle not secured
(what and where it is) — 7D
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A-22 CARGO BAG

1.Medium Suspension Clevis wrench tight — 9D
2.Medium Suspension Clevis not secured — 9D
3.24” suspension web sequence incorrect-9C
4.24” suspension web twisted — 9C
5.Connector snap not secured — 9C
6.Connector snap facing up — 9C

7.188” strap twisted — 9B

8.188” strap misrouted — 9B

9.188” strap misrouted through FA — 9B

10. Excess 188 strap secured over FA — 9B
11.Excess 188" strap not secured — 9B

12. Lacing cord incorrect — 9B

13. Lacing cord misrouted — 9B

14. Lacing cord knot incorrect — 9B

15. Lacing cord not secured — 9B

16. Lateral strap twisted — 9B

17. Lateral strap misrouted — 9B

18. Lateral strap misrouted through FA — 9B
19.Excess lateral strap secured over FA — 9B
20.Excess lateral strap not secured — 9B

M1101/M1102 HIGH MOBILITY TRAILER

Parking brake not engaged --7B
Equipment inside trailer not secured
(what and where it is)--7D

Chains not padded --7D

Stabilizer legs not secured --7D
Light cable not secured --7D

Safety chains not secured --7D
Tailgate latch not secured --7D
Stabilizer legs not fully retracted --7D
Excess CGU-1/B not secured --7D
10 CGU-1/B twisted --7D

11.Front Jack Not fully retracted --7D
12. CGU-1B Misrouted --7D
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CARGO NET

. Net Apex Tether cord missing — 10H

. Hooks not alternating — 10D

. Hooks not secured — 10E

. Hook sequence incorrect — 10D (1,3,4,2/1,3,2,4)
. 7/16" Nylon Rope knot incorrect — 10H

. Excess 7/16" Nylon Rope not secured --10H

. 7/16" Nylon Rope misrouted - 10H
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GENERAL DEFICIENCIES

Weight of load incorrect — 7D

Weight of load exceeds sling leg capacity — 8A/10G
Weight of load exceeds A/C Cargo hook capacity — 7D
Point of attachment (POA) to aircraft incorrect -7D
POA to load incorrect — 8C

Apex spacer incorrect — 8l

Apex missing cotter pin — 8H

Sling leg order incorrect — 8C

Castellated nut inverted — 8H

10 Castellated nut missing — 8H

11.Snap ring missing — 8B

12. Dome nut/locking nut missing — 8B

13. Sling legs misrouted — 8C

14.Breakaway tie missing — 8G/10F

15. Chains misrouted — 8C

16.Link count incorrect — 8D

17.Excess chain not secured — 8F (over 10 links)

18. Permanent tie vs. breakaway tie — 8G/10F
19.F.0.D. (what and where itis) — 7D

20.Type IV connector link aluminum buffer missing - 7D
21.Cargo hook reach pendant (CHRP) inverted - 8J
22.A7A strap twisted — 10H

23.A7A strap misrouted — 10H

24.ATA strap misrouted through FA — 10H
25.Excess AT7A strap secured over FA — 10H
26.Excess A7A strap not secured — 10H
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Pathfinders:

e Don't be too specific with identifying
FOD and Equipment.
¢ Must give location of FOD and
Equipment
e Number/letter codes
correspond to the initial blocks
e Verbatim means verbatim
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1.

2. Bezel ring not in 12 o’clock position — 7D

3,
4.
5,

M1301 Infantry Squad Vehicle (ISV)

Fuel level incorrect — 7C
Hood pins not secured — 7D
Wheel alignment incorrect — 7D
Hood latch not secured — 7D
Seats not stowed — 7D
Steering wheel not secured — 7D
Key missing — 7D
Transmission Selector not in neutral — 7D
Parking brake not engaged — 7B

. Pioneer kit not secured —7D

. Litter rail not secured — 7D

. Bll box not secured — 7D

. Fuel fill door not secured — 7D

. Windshield not secured — 7D

. Roll over protection system (ROPS)
not secured — 7D

. Equipment inside vehicle not secured
(what and where it is) — 7D

THREE FUEL DRUMS (PILOT
PREFERRED)

Opposing triangles — 8C

Fuel nozzle not covered — 7D

Fuel cap not secured — 7D

5/8” screw pin clevis missing cotter pin
(when used as a lifting point) --7D

M1097 HMMWV

1.Fuel level incorrect — 7C

2.Wheel alignment incorrect — 7D

. Hood latch not secured — 7D

. Mirrors not secured — 7D

. Steering wheel not secured — 7D

. Key missing — 7D

. Seat belts not secured --7D

. Transmission not in neutral — 7D

. Parking brake not engaged — 7B

10. Engine cover not secured — 7D

11. Antenna not removed — 7D

12. Tailgate not secured — 7D

13. Battery box not secured — 7D

14. Equipment inside vehicle not secured
(what and where it is) — 7D
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