
 

 

 

 

 

 

 

 

 

 

 

  

FTCKY 

Qualified Recycling Program 

Lead Acid Batteries 
 

FTCKY QRP Program Manager (270)798-4527  
Environmental Compliance Branch 

Department of Public Works  
 Fort Campbell KY 

Home of the 101st Airborne Division Screaming Eagles 

Lead Acid Batteries 
Military Equipment utilizes many types & sizes of Lead Acid batteries 



 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Lead Acid Batteries 

Safety and Disposal 

1. Lead Acid Batteries Are Hazardous  
a) They contain Lead and Acid 
b) Utilize proper safety equipment & handling procedures.       
      See Dept. of the Army TB 43-0134, Battery Disposition and  
      Disposal, dated 19 May 2008, your unit SOP and FTCKY EQO    
      (Environmental Quality Officer) handbook for further details  
c) It is illegal to Landfill Lead Acid batteries, which are a HazWaste 

 
2. Lead Acid Batteries Are Recyclable 

a) Only acceptable way to properly dispose of unserviceable Lead  
                            Acid batteries on FTCKY 

b) Direct Sales thru the Qualified Recycling    
c) Program (generating revenues for QRP  

                            Projects on the Installation)  

                                                         

Lead Acid Batteries 

   Units and Repair facilities  
 
QRP Direct Sales batteries prepped and palletized. This is all the other 
lead acid cores. (Prep & palletize the batteries IAW guidelines of this 
presentation) 

  
Note: See Dept. of the Army TB 43-0134 Battery Disposition and 
Disposal, 19 May 2008, your unit SOP and FTCKY EQO handbook for 
safety and handling details. 
 

1. Transport all the prepared pallets of batteries to the PPOC. You can also 
contact the PPOC for an appointment to schedule a pickup. 

2. DO NOT DOUBLE STACK PALLETIZED BATTERIES 
          

Lead Acid Batteries 
Responsibilities 



 

 

 

 

 

 

 

 

 

 

  PPOC Receiving hours are as follows: 

               0700-1100 

               1100-1130 Lunch 

               1130-1400 

Phone number of Battery Warehouse at 270-798-9765/9791 

** We ask that you arrive NLT 1430 Hrs. to turn in batteries. This gives us a 
buffer to correct any shortcomings with palletized batteries. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Supply Support Activity  
1. Establish an SSA battery P.O.C. with the FTCKY QRP Manager Tel 270-798-4527 
2. Insure proper segregation, palletizing, packaging, and storage Lead Acid batteries 

IAW guidelines of this presentation. 
Note: (See Dept. of the Army TB 43-0134 Battery Disposition and  

Disposal, 19 May 2008 your unit SOP and FTCKY EQO handbook for                       
further details)  

3. Ensure all other Lead Acid cores are transported to the FTCKY (PPOC) Pollution 
Prevention Operation Center Bldg. # 5133 for storage and prep for QRP Direct 
Sales.  

 
 
 
 
 
 
 
 
           

Palletizing & Storage 
1. Ensure proper palletization of all Lead Acid batteries  
2. *Place batteries on pallets with terminals to the outside if possible.  Terminals must be 

covered in nonconductive caps or tape.  
3. *Stack batteries no more than two rows high per wooden pallet, separate rows by a 1” 

thick Honeycomb or waffle board (Stack cores 2 rows high and squared to maximize 
your storage, transportation & handling assets while adhering to safety and shipping 
guidelines). 

4. *Do not double stack pallets during transportation to the PPOC. 
5. Never store batteries directly on the ground, Batteries stored outside are required to 

have a waterproof covering (pallets with mixed sizes of cores is acceptable by placing 
largest cores on bottom row, medium size cores in middle row and small cores on top 
row.) 

6. Ensure the stack is squared as in the following page.   
 
 
* Meets general requirements set forth by Code of Federal Regulations (CFR) Title 49, part 173.159   
Transportation of Batteries, wet  
  



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

* Meets general requirements set forth by Code of Federal Regulations (CFR) Title 49, 
part 173.159   Transportation of Batteries, wet 
 
 

• Max Height = 2 Rows of Batteries 
• The first row of batteries must be separated from the pallet with a 

thin cardboard cover or sheet.   
• All terminals to be covered in nonconductive tape or caps. 
• Ensure all side terminals face in and do not touch other terminals. 
• If possible, stack with top terminals to the outside 
• Separate each row of batteries with a 1” waffle board or 

honeycomb. 
• Batteries temporarily stored outdoors require a waterproof 

nonconductive cover. 
• Cardboard can be obtained from the PPOC Battery Warehouse.   

 
 



 

 

 

  

 Lead Acid Batteries  

6TMF     12 Volt   Square  
NSN     6140-01-446-9498 

AGM 200   12 Volt   Rectangular 
NSN     6140-01-582-5710   

6TAGM   12 Volt   Square 
NSN   6140-01-485-1472  

2 HN 12 Volt    Rectangular 
NSN 6140-00-057-2553  

6TL   12 Volt    Square 
NSN   6140-01-548-0923 

 Numerous Batteries used on FTCKY that are eligible for QRP Direct Sales 



  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                                                                          
 

 

                                                                

 

                                                                      

 

    

 

Lead Acid Batteries 

 Numerous Batteries used on FTCKY that are eligible for QRP Direct Sales 

Werker 12 Volt  

Tesla 12 Volt  

Ex Sonnenschien 
12 Volt 

     Powermaster  12 Volt.                            

Power Sonic 12 Volt                                      



 

 

 

 

 

 

 

 

  

Optima Yellow Top 12 Volts 
              Thin and Tall 
  

Lead Acid Batteries 

Optima Red Top 
12 Volt # 

22476003303 

Optima Blue Top 
12 Volt # 6119405768 

Odyssey 2250 12 Volt 

John Deere 12Volt 

 Numerous Batteries used on FTCKY that are eligible for QRP Direct Sales 



 

 

 

 

 

 

 

 

  

Lead Acid Batteries 

Gill 7243    12 Volt  

Genesis EP   12 Volt 

Aircraft 24 Volt  

Concorde  12 Volt 

CAT 12 Volt   

 Numerous Batteries used on FTCKY that are eligible for QRP Direct Sales 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                                                                                                                          

 
 

 

 

 

 

 

 

Lead Acid Batteries 

Bobcat # 6670251 12 volt 

CAT 12 Volt  

Bobcat # 6674687  
      12 Volt    

Misc Brands     12 Volts    

Optima Yellow Top 12 Volts 
(Short, wide case) 

 Numerous Batteries used on FTCKY that are eligible for QRP Direct Sales 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

  

Lead Acid Batteries 

Duralast 12 Volt 

Polaris 12 Volt 

Hawker   12 Volt 

Odyssey 31-PC 2150 

   Rock 12 Volt 

 Numerous Batteries used on FTCKY that are eligible for QRP Direct Sales 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Lead Acid Batteries 

EPM products (small)   
  12 Volt 

12 Volt Industrial   

Electric Tow Motor 
Battery 

 Numerous Batteries used on FTCKY that are eligible for QRP Direct Sales 


